Manual Horn-Signal module






version: 20050408-1
Congratulations on your purchase of this Safety Lights  module, a revolutionary further step towards greater road safety. Below you will find a step-by-step manual of the various functions and an installation guide. For questions please contact +31 416 530366

This product is only for horn and high beam with negative earth. 

Explanation for use:
With this module you operate the high beam immediately and you operate the horn with a relay of about halve of a second.

If you want to blow your horn you have to operate the button for at least 0.5 seconds. 

Connecting  On www.SafetyLights.nl  you find scheme’s and colors for several brands with the latest manuals. 

- Do not pull the wires or mount in a way the wires can become blocked

- Avoid any chance of cables snagging or damage may occur to the unit. 

- Find a location on the vehicle, which is not overheated. 

- Estimate the length of wire required for each connection and add/cut appropriately to fit.

- To avoid problems, solder connections to the loom and isolate properly. 

- Make sure the power is switched off during connecting. 
- Cut the wire coming from the horn button and going to the horn.

- Connect the Black lead first to a negative, or ground.

- Connect the brown lead to the cut wire coming from the button.

- Connect the yellow lead to the cut wire going to the horn.

- Connect the white lead to the plus of the high beam lamp. Be careful not to connect to the ground.

- Test the module before closing up and remounting your parts.

Technical data

Supply Voltage limits
8VDC to 15VDC



Dimensions
84 (55) x 45 x 20 mm

Weight


100 grams



Protection

IP 65

Environment

-20 to +50 Celsius.

Disclaimer.

Per the warranty, Safety Lights cannot be held responsible for any damage resulting from incorrect fitment of the device. Safety Lights cannot be held responsible for any damage resulting from the use of their products.

